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of the lead becomes shor er than a distance between the lead feeding mechanism and the tip 
\/nd of said barrel, said fii st holding portion holds the short lead and said second holding 

tightened by the lead feeding mechanism. 


po 


lortion holds a next lead 


(Amended) The methanical pencil according to claim 1 , wherein the lead holder includes 
a body, and an outside i cylinder provided concentrically on an outside of the body, 

said outside cyliader being formed with a rib projecting in an outside diameter 
direction to come into c intact with an inner peripheral face of the barrel. 


6. (Amended) Th 
a body, said body 


mechanical pencil according to claim 1, wherein said lead holder includes 
5eing formed with at least one blade comprising at least one of said holding 


portions, the at least one blade projecting in an inside diameter direction in a front end part of 
said body to come into contact with the lead. 


7. (Amended) Thy. 
a body, said body 
the rib projecting 
contact with the Idad 


mechanical pencil according to claim 1 , wherein the lead holder includes 
being formed with a rib comprising at least one of said holding portions, 
n an inside diameter direction in a rear end part of said body to come into 


riti^g 


10. (Amended) A writing instrument, comprising: 
a barrel; 

a writing medium feeding mechanism disposed in said barrel to be adapted to tighten 
and feed a writing medii m; and 

a writing mediuni holder disposed between the writing medium feeding mechanism 
and a tip end of said ban el, said writing medium holder having a through hole through which 
the writing medium pene trates and having holding portions for holding the writing medium 

contacting an inner peripheral face of the barrel, 
ons including a first holding portion at a front portion of the writing 


so that when a length of t 


and a contact portion for 
said holding port] 

medium holder and a sec md holding portion at a rear portion of the writing medium holder 


le writing medium becomes shorter than a distance between the 


writing medium and the tip end of said barrel, said first holding portion holds the short 
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writing medium and sa d second holding portion holds a next writing medium tightened by 
le writing medium feeding mechanism. 

ed) The writing instrument according to claim 10, wherein the writing medium 
includes a body, and an outside cylinder provided concentrically on an outside of the 

outside cylinder being formed with a rib projecting in an outside diameter 
;ome into contact with an inner peripheral face of the barrel. 

15. (Amend jd) TAe writing instrument according to claim 10, wherein said writing medium 
older includes a )ody, said body being formed with at least one blade comprising at least 
one of said holding portions, the at least one blade projecting in an inside diameter direction 



in a front end pa 


of said body to come into contact with the writing medium. 


16. (Amended) The writing instrument according to claim 10, wherein the writing medium 
holder includes a body, said body being formed with a rib comprising at least one of said 
holding portionL the rib projecting in an inside diameter direction in a rear end part of said 
body to come into contact with the writing medium. 



a blade 


Amendec|) The writing instrument according to claim 10, wherein said holding portions 
pnse a bl^de and a rib which come into contact with the lead passing through the through 


Please add the following new claims: 



- 21. A writing instrument, comprising: 
a tip end of a\ barrel; 

a writing medium holder held by said tip end of said barrel having a through hole 
thr6ugh which a writing medium penetrates; and 

holding portions formed on said writing medium holder for holding the writing 
medium, said holding portions being formed at two or more positions along an axial length of 
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said writing medium lolder, said holding portions including a first holding portion at a front 
portion of the writing medium holder and a second holding portion at a rear portion of the 
iting medium holde r, 

wherein when a length of the writing medium becomes short, said first holding 
portion holds the writ ng medium and said second holding portion holds an unused writing 
medium. — 


IN THE ABSTRACT: 


Please delete the Abstract of Disclosure on file and replace with the attached 
Replacement Abstract of Disclosure. 


